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Support Platform: HIP SyncTime Cloud
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SPECIFICATIONS

CIF55C

Max User

10,000 Users

Face Capacity

10,000 Faces

10,000 Fingerprints

Fingerprint Capacity
Card Capacity

10,000 Cards (ID Card 125kHz)

10,000 Passwords

Password Capacity
Record Capacity

500,000 Records

QR Code Scanner

Support (Scan by Camera)

Screen

5 Inch IPS Touch Screen

Resolution 720%1280

CPU 1.2G Dual-Core ARM Cortex-A7

NPU 600G (0.6T)

Ccamera Real Sensor 1/2.9 Inch FOV 75° 2MP Pixel high-definition
color camera WDR wide dynamic Sensor 1/5 Inch FOV 75°
2MP Pixel infrared live camera

Fill Light LED Fill Light and Dual Infrared Fill Light

(Automatic control according to ambient light)

Identification Time

<0.2s

Recognition Distance
Identification Modes

0.5-2.5 meters (Live detection: 0.5-1 meter)

l. Any

2.Card + Face

3. Face + Password
4.Face + (Card/Password)
5. Face only

6. Fingerprint + Face
/. Fingerprint + Card
8. Face + Password
9. Fingerprint only
10. Card + Password
11. Card only

12. Password only

Authentication Mode

I:N

Communication Protocols TCP/IP, WiFi, USB Link, U Disk Download, Wiegand In/Out

Other Functions

Relay Output, Alarm Output, Door Bell, Tamper Alarm,
Door Bell, Anti-Pass Back, Interlock

Operating Environment

Operating Temp: -10°C ~ +45°C, Humidity (RH): 20% ~ 80%

[_ongugges English, Thai (Other)

Power DCI2V 2A

Battery Backup .

Size 188(L) x 80(W) x 20(H) mm

Software Support

HIP SyncTime Cloud

yaavduansiumsilasuulavsigaszildganvkualasludavidviknsivaivkiinlas usun oy lo W lnauaa ShAa

15090017:2015

Copuright @ HIP GLOBAL All Rights Reserved.

f HIPGLOBAL @ @HIPGROUP n HIP CHANNEL d @HIPGLOBAL

www.hip.co.th



4
L o '

4

SMART LOCKER @ Quality

Al Face Recognition Products

12V(22A) CiF55C
Power Supply

2025-02-28
07:3b:54
MON

(T

Connect more boards to
Dip Switch Number:Binary ~Increase the number of lockers
0000 (0) ~ 1111 (15) L
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